
Kinetec Prima Advance ™ with comfort shells 

 

Item Code: KIN4621008042 

 

Only 11 kg: Lightened to the maximum, the Kinetec Prima Advance ™ splint is very 

easy to transport for use in the hospital or in the office. 

 

 

 

The simplest and most intuitive passive knee brace on the market. Very simple 

settings for the patient and the therapist. Push button on / off. Limited to basic 

movement settings (angular limits, speed and height adjustment of the 

patient). The Kinetec Prima Advance ™ splint is the most intuitive and quick to 

install splint available today. Equipped with a tactile adjustment for the visually 

impaired, the patient can control the device using a simple remote control 

equipped with a start / stop button. The Kinetec Prima Advance ™ is available in 

2 versions. Supplied with your choice of a kit of comfort shells, each part of which 

(foot, shin and thigh) is fully disinfectable (we recommend using an anti-bacterial 

lotion after each session). Or even delivered with washable sleeves. 

 Ease of use 

 Ideal dimensions 



 Extremely light 

 Amplitude from -5 ° to 115 ° 

 

Easy to use for patients 

With simple and straightforward adjustments (angular limits, speed and patient 

size), the Kinetec Prima Advance ™ is the most intuitive and easy-to-use device 

on the market. It is the first choice for the elderly and visually impaired patients. 

Large range of motion 

Its wide range of motion, ranging from -5 ° hyperextension to 115 ° flexion, can 

treat most knee and hip pathologies. 

Compact and lightweight 

Only 11 kg: Lightened to the maximum, the Kinetec Prima Advance ™ splint is very 

easy to transport for use in the hospital or in the office. 

The 11 kg Kinetec Prima Advance ™ is ideal for frequent handling in hospitals as 

well as in the home environment. 

 

 

Technical specifications 

Our anatomically correct system increases patient comfort and decreases 

pressure on the lower limb. - Settings panel with protective cover preventing 

changes to parameters. 

 

Simple and straightforward adjustments of flexion, extension and speed limits. 

 

Start / Stop and inversion always accessible. 

 

Automatic reversal of movement in the event of excessive patient effort. 

 

One-piece device limiting the handling of additional components. 

 

Full 2 year warranty. 

 

Type BF class II electrical appliance. 

 



DC motor and ball screw drive for years of performance and reliability. 

 

Range of motion: Knee: -5 ° to 115 °, Hip: 75 ° to 10 °. 

 

Positioning of the foot: Plantar flexion: 40 °, Dorsiflexion: 30 °. 

 

Speed: 40 ° to 145 ° per minute. 

 

Weight: 11kg. 

 

Device size: Length 95cm, width 33cm, Height 33cm. 

 

Patient size 

Complete patient: 145 to 195 cm 

Full leg: 71 to 99 cm 

Tibia: 38 to 53 cm 

Femur: 33 to 46 cm 

User weight: 135 kg 
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